
Ecoperla Flora is a five-stage reverse osmosis system di-
stinguished by its low operating costs while maintaining 
the highest quality filtration. First, raw water is directed, 
successively, through PP5, GAC, and PP1 cartridges. In the 
next stage, a 75 GPD reverse osmosis membrane removes 
the smallest contaminants down to individual ions, while a 
final 2-in-1 carbon-mineralizing cartridge enriches the tap 
water with calcium and magnesium. Only then does clean, 
tasty, and healthy water for the whole family flow into the 
storage tank.

ECOPERLA FLORA
REVERSE OSMOSIS

DESCRIPTION
• Minimalist and durable design
• 75 GPD reverse osmosis membrane with components
• made in the USA
• 2-in-1 final cartridge enriches water with calcium and
• magnesium
• Universal faucet with a timeless design
• Convenient and quick filter cartridge replacement
• External water tank with a capacity of 12 liters
• (7 liters usable)

CHARACTERISTICS



TECHNICAL
SPECIFICATIONS

Filter dimensions
(ht/wd/dp) 41,4 x 42,2 x 13,5 cm

Tank dimensions
(ht/wd) 35 x 26 cm

Membrane 75 GPD

Tank 12 liters

Pressure 
(min/max) 3/6 bar

Temperature 
(min/max) 4/30 °C


