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YOUR PROBLEM 

Tap water can contain bacteria, chlorine, heavy metals, phar-
maceuticals, microplastics, and other contaminants that degra-
de its quality. Without a proper filtration system, it's difficult 
to be sure that tap water is safe for direct consumption.

OUR SOLUTION 

The Ecoperla Flora five-stage reverse osmosis system with an 
external tank is the perfect choice for those seeking constant 
access to the highest quality water without incurring high 
costs. Carefully selected components reduce up to 99% of 
contaminants, guaranteeing perfectly clean tap water, while 
the 2-in-1 carbon-mineralizing final cartridge additionally 
enriches it with health-promoting calcium and magnesium.

GENERAL INFORMATION

Ecoperla Flora is a comprehensive five-stage filtration system 
that solves all drinking water problems in the kitchen. It effec-
tively eliminates contaminants, improves the taste and odor 
of water, and simultaneously enriches it with minerals. The 
external reservoir guarantees uninterrupted access to fresh 
water for the whole family, without waiting.
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DESIGN 

• Minimalist design for easy self-
assembly and cartridge replacement
• Lightweight and durable LDPE frame
• Pressure tank for storing filtered water
• Trouble-free tap with a universal de-
sign

WHAT’S INSIDE?

• Five high-quality filter cartridges
• 75 GPD reverse osmosis membrane 
made from US-sourced components
• 2-in-1 carbon-mineralizing final car-
tridge

FILTRATION STAGES 

1. PP5 polypropylene cartridge - remo-
ves mechanical impurities larger than 5 
μm (sand, silt, rust)
2. GAC carbon cartridge - adsorbs chlo-
rine, pesticides, and organic substances
3. PP1 polypropylene cartridge - pro-
tects the reverse osmosis membrane by 
retaining solid particles larger than 1 μm
4. Reverse osmosis membrane - elimi-
nates bacteria, viruses, heavy metals, 
pharmaceuticals, and microplastics
5. 2-in-1 carbon-mineralization cartridge 
- improves the organoleptic parameters 
of water and enriches it with minerals

FIVE STEPS TO CLEAN WATER

Filter dimensions 
(ht/wd/dp) 41,4 x 42,2 x 13,5 cm

Tank dimensions 
(ht/wd) 35 x 26 cm

Membrane 75 GPD

Tank 12 liters

Pressure
(min/max) 3/6 bar

Temperature
(min/max) 4/30 °C


